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ISM input shaft modules and BSM input 
backstop modules can be fitted  to most 
VARVEL “S” type gearboxes without input 
flange and “G” type gearboxes with flexi-
ble coupling in only a few minutes, using a 
simple spanner.
Information on the motor flanges, power 
and torque ratings and reduction ratios to 
which ISM and BSM modules can be fitted 
is given in the RS-RT, RD and RN-RO-RV 
catalogues.
The overhung loads of ISM modules are 
the outermost overhung loads shown in 
the RS-RT catalogue.

The input shaft is supported by two 2RS 
shielded ball bearings and does not there-
fore require additional lubrication.
A half coupling is provided for direct cou-
pling to the VARVEL gearbox.

The BSM backstop module is available in 
two versions: one with solid input shaft, 
ball bearing and backstop bearing and 
one with IEC or NEMA flange and back-
stop bearing only. The module can be fit-
ted to any VARVEL gearbox with a “G” type 
flexible input coupling.
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ACCESSORIES ACCESSORIOS

ISM - Input shaft module

BSM - Input backstop module

Los módulos de entrada ISM y BSM se 
pueden instalar en todos los reductores 
VARVEL en versión sin brida de entrada 
«S» y con acoplamiento elástico «G», en 
unos minutos y con un simple destornil-
lador.
Las informaciones sobre la disponibilidad 
de las bridas motor, potencias, pares y re-
laciones de reducción de los reductores a 
los que los módulos ISM y BSM se aplican, 
se encuentran en sus respectivos catálo-
gos RS-RT, RD, y RN-RO-RV.
Las cargas radiales de los módulos ISM 
son las cargas externas de entrada del 
catálogo RS-RT.

El eje de entrada libre está soportado 
por dos rodamientos de bolas 2RS, por lo 
tanto el módulo no requiere lubrificación. 
Está diseñado para llevar un semi-aco-
plamiento para su montaje directo a los 
reductores VARVEL.

Construído en dos versiones, BSM eje ent-
rada libre con rodamiento de bolas y an-
tiretorno, y BSM-G brida IEC o NEMA con 
único rodamiento antirretorno. El módulo 
permite el acoplamiento a los reductores 
VARVEL en versión entrada con acopla-
miento elástico «G».

ISM - Módulos de entrada eje saliente

BSM - Module d‘entrée antiretorno

INPUT SHAFT AND 
BACKSTOP MODULES

MÓDULOS DE ENTRADA EJE 
SÓLIDO Y ANTIRETORNO

UNI EN ISO 9001:2015

UNI EN ISO 14001:2015

BS OHSAS 18001:2007
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INPUT SHAFT AND 
BACKSTOP MODULES

MODULI ENTRATA ALBERO        
SPORGENTE E ANTI-RETRO
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Coupling
Acoplamiento
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3-stage
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2-stage
2-etapas

40 G3 40 40 03 - - - - - -

40 G5 - - - 02 - - - - -

50 G5 50 50 13 12 13 12 13 02 13

60 G5 60 60 - - - - - - -

70 G5 - - 23 - - - - - -

70 G6 70 70 33 22
32

23
33

22
32 23 12 23

85 G6 85 85 43 42 43 42 33 22 33

110 G6 110 110 - - - - 43 32 43


