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ISM input shaft modules and BSM input 
backstop modules can be fitted  to most 
VARVEL “S” type gearboxes without input 
flange and “G” type gearboxes with flexi-
ble coupling in only a few minutes, using a 
simple spanner.
Information on the motor flanges, power 
and torque ratings and reduction ratios to 
which ISM and BSM modules can be fitted 
is given in the RS-RT, RD and RN-RO-RV 
catalogues.
The overhung loads of ISM modules are 
the outermost overhung loads shown in 
the RS-RT catalogue.

The input shaft is supported by two 2RS 
shielded ball bearings and does not there-
fore require additional lubrication.
A half coupling is provided for direct cou-
pling to the VARVEL gearbox.

The BSM backstop module is available in 
two versions: one with solid input shaft, 
ball bearing and backstop bearing and 
one with IEC or NEMA flange and back-
stop bearing only. The module can be fit-
ted to any VARVEL gearbox with a “G” type 
flexible input coupling.
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ACCESSORIES ACCESSORIES

ISM - Input shaft module

BSM - Input backstop module

Les modules d’entrée ISM à arbre en sail-
lie et BSM anti-retour peuvent être montés 
sur la plupart des réducteurs VARVEL en 
version entrée sans bride « S » et joint éla-
stique « G » en quelques minutes en se 
servant d’une simple clé de manœuvre.
Les informations quant à la disponibilité 
des brides moteur, la puissance, les cou-
ples et rapports de réduction du réducteur 
sur lequel les modules ISM et BSM sont 
appliqués sont founies dans les catalogues  
RS-RT, RD et RN-RO-RV pertinents. 
Les charges radiales des modules ISM 
sont les charges extérieures d’entrée du 
catalogue RS-RT.

L’arbre d’entrée est supporté par deux 
roulements à billes étanches 2RS, il ne re-
quiert donc aucune lubrification.
Il est fourni à la sortie du demi-joint pour le 
couplage sur les réducteurs VARVEL cor-
respondants.

Construit en deux versions, arbre en sail-
lie avec roulement à billes et roulement 
anti-retour et bride IEC ou NEMA avec 
anti-retour uniquement; il peut être monté 
sur les réducteurs VARVEL en version ent-
rée à l‘aide d‘un joint élastique « G ».

ISM - Module d‘entrée arbre en saillie

BSM - Module d‘entrée anti-retour

INPUT SHAFT AND 
BACKSTOP MODULES
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UNI EN ISO 9001:2015

UNI EN ISO 14001:2015

BS OHSAS 18001:2007
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Coupling
Accouplement

RS RT RD RN RO RO2 RV

3-stage
3-trains

2-stages
2-trains

3-stages
3-trains

2-stages
2-trains

3-stages
3-trains

2-stages
2-trains

40 G3 40 40 03 - - - - - -

40 G5 - - - 02 - - - - -

50 G5 50 50 13 12 13 12 13 02 13

60 G5 60 60 - - - - - - -

70 G5 - - 23 - - - - - -

70 G6 70 70 33 22
32

23
33

22
32 23 12 23

85 G6 85 85 43 42 43 42 33 22 33

110 G6 110 110 - - - - 43 32 43


