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RÉDUCTEURS 
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Les réducteurs de la série RS-RT sont ré-
alisés en alliage d’aluminium coulé sous 
pression jusqu’à la taille 85 et en fonte de 
la taille 110. 

Les réducteurs de la série RA ou TA, com-
posés d’un réducteur FXA (pré-couple) in-
dépendant à un train d’engrenages cylin-
driques accouplé à un réducteur standard 
FRS ou FRT, permettent un couple plus 
important et un rendement plus élevé que 
les rapports équivalents du type RS ou RT 
(seul).

Les réducteurs de la série RS/RS ou RT/RT 
sont composés de deux réducteurs de la 
série RS ou RT et permettent un choix 
très important de rapports de réduction 
élevés, en complément de la série RA ou 
TA, afin d’obtenir des vitesses de rotations 
très basses.

RA, TA - Vis-sans-fin avec pré-couple

RS/RS, RT/RT - Vis-sans-fin à 2 étages

RS and RT Series worm gearboxes are 
specifically designed for universal mount-
ing and are manufactured with die-cast 
housings and covers in aluminium up to 
size 85 and in cast iron from 110 up.

RA and TA Series helical worm gearboxes 
combine an independent FXA single stage 
helical gearbox coupled with a standard 
FRS or FRT gearbox. RA and TA gearbox-
es offer higher output torques and greater 
efficiency than RS and RT gearboxes with 
equivalent ratios.

RS/RS and RT/RT Series gearboxes con-
sist of two RS or RT gearboxes and offer a 
broad selection of high reduction ratios to 
complement the RA-TA Series and permit 
low output speeds and high output tor-
ques.

RA, TA - Helical worm gearboxes

RS/RS, RT/RT - 2-stages worm gearboxes
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Sizes
Tailles

                                     Torque
                                           Couples  [Nm]

RS RT

28 28 20

40 40 50

50 50 85

60 60 140

70 70 240

85 85 400

110 110 700

130 - 1150

150 - 1680

Sizes
Tailles

                                     Input Power
                                     Puissance à l’entrée   [kW]

RS RT

28 28 0.5

40 40 1.5

50 50 2.7

60 60 4.1

70 70 5.7

85 85 9.1

110 110 12.5

130 - 19

150 - 24.9

Input speed 1400 rpm
Vitesse d’entrée 1400 rpm

Input speed 1400 rpm
Vitesse d’entrée 1400 rpm
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Sizes
RS: from 28 to 150
RT: from 28 to 110

Reduction ratios
RS, RT: from 5 to 100:1
RA, TA: from 25 to 800:1
RS/RS, RT/RT: from 420 to 10000:1

Torques
T2: from 20 to 1680 Nm

Output shafts
•	 Hollow output shafts with key
•	 Single-sided or double-sided

Oil seals
•	 NBR type
•	 FKM type

Standards
•	 Sizing according to BS721
•	 Keys according to DIN 6885 B1
•	 Synthetic long-life lubricant
•	 ATEX certification on demand

Tailles
RS: de 28 à 150
RT: de 28 à 110

Rapports de réduction
RS, RT: de 5 à 100:1
RA, TA: de 25 à 800:1
RS/RS, RT/RT: de 420 à 10000:1

Couples
T2: de 20 à 1680 Nm

Arbres de sortie
•	 Arbre creux “AC” claveté
•	 Arbre lent simple “AS” ou double “AD” claveté

Joints
•	 Type NBR
•	 Type FKM

Normes
•	 Dimensionnement selon BS721
•	 Clavettes selon DIN6885 B1
•	 Lubrifiant longue durée
•	 Certification ATEX sur demande


